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This large standalone underwater filter vacuum can process large amounts of
water rapidly for water clarity and still retains the ability for minor vacuuming
campaigns. The underwater filter vacuums can be operated for long
durations practically unattended without the need for maintenance or
element change out, all while controlling water clarity and reducing dose
rates. The portable underwater filter vacuum is submerged, so it needs no
external shielding, or hoses running in or out of the water that may cause
rippling, poor visibility or personnel exposure/contamination. Tri Nuclear’s
underwater filter vacuums operate under negative pressure which allows the
pump to be gravity seated and does not require any special tooling to install
or remove the pump underwater.

Features:

e Rapid system deployment via camlock hose
connections, twist lock electrical connections, and
control box upgrades

o All stainless steel construction

o Underwater service requiring no additional
shielding

e Specialized tooling for rapid remote filter change out
underwater

Specifications:
e System Flow Rate: 600 GPM
o # of Filters: 4 Cartridges

e Hoses: 2 Suction or
2 Discharge

e Footprint: 24” x 30”

e Height: 99”

e Pump Weight: 210 Ibs.

e Housing Empty with Pump: 550 Ibs.
e Housing Full with Pump: 1,025 Ibs.
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Equipment supplied with the UFV-600

UFV-600H: Basic Housing for UFV-600 system, includes 4 suction covers and (2) 2-1/2" suction connections Qty 1

PP-600SC: Grundfos pump, 15HP/460V/3Ph/60Hz, w/cover, SC connector, CB-PR-600-4XP PHASE REVERSING control box with
twist lock plugs, PSC-100P Power Cable with twist lock plug and PC-50 drop cable with twist lock plug Qty 1

FM-600: Flow Meter Kit, includes 0-1000 GPM analog meter and paddlewheel flow sensor w/100 ft cable Qty 1

PH-3x25: 3" x 25’ Ig hose with Polypro MxF camlock couplers Qty 2
PH-2.5x50: 2-1/2"x 50’ Ig hose with AL MxF camlock couplers Qty 2
SP-1: Stainless Steel Pool Pole, 1" Dia x 10ft long, floodable, w/pinned coupler Qty 4
SP-1x2 : Stainless Steel Pool Pole, 1"Dia x 2ft long, floodable, w/pinned coupler Qty 1
SP-1x3: Stainless Steel Pool Pole, 1" Dia x 3ft long, floodable, w/pinned coupler Qty 1
SP-1x5 : Stainless Steel Pool Pole, 1" Dia x 5ft long, floodable, w/pinned coupler Qty 1
BC-1: Stainless Steel Buoyancy Chamber for SP-1 pool poles. Qty 5
UT-1SPT: Tee handle for SS pool poles Qty 1
UT-3/6 :Floor Storage Rack for (6) Tri Nuclear Filter Cartridges Qty 1
UT-3H : Hanging Filter Storage Rack for (6) Tri Nuclear Filter Cartridges Qty1

UT-5SP-2.5: Floor vacuum cleaner head with adapter for SS pool poles & adapter for

2-1/2"vacuum hose with UT-15 Utility Chain Qty 1
UT-6SP: Hose to pole clamp with adapter for SS pool poles Qty 1
UT-7-2.5 :SS Vacuum nozzle for 2-1/2" suction hose Qty 1
UT-8: Diffuser Pipe for 3" discharge hose. Qty 2
UT-9 : Rope Filter Lift Tool with UT-15 Utility Chain Qty 2
UT-10A: Mounting Panel for Flow Meter and PHASE REVERSING Control Box Qty 1
UT-11B: Suction Hose standoff for 2-1/2" hose Qty 2

UT-14: Pump Lift Hook for all Tri Nuclear Pumps Qty 1




