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Wireless Voltage Sensor 0-500 VAC/VDC

The I.1.S. Wireless 500 VAC/VDC Voltage Meter is an analog
measuring device that reports the measured voltage on user
specified intervals. The sensor has three operating modes, in
which you can obtain the voltage measurements VACrms
(root mean squared), the peak voltage, or the DC voltage.
The modes can be set by the user; the default mode
measures VACrms.

1IS-VD-AC

By connecting the leads on the I.1.S. Wireless 500 VAC/ VDC Voltage Meter to the hot (black) and
neutral (white) terminals of another device, battery sensor, or power system it can measure the
voltage and send data to the Sensor Monitoring and Notification System. The data is stored in the
online system and can be reviewed and exported as a data sheet or graph. Notifications can be
set up in the online system to alert the user when certain thresholds have been met or exceeded.
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Supply voltage 2.0-3.6 VDC (3.0-3.8 VDC using power supply) ™

Curment consumption 0.2 pA (sleep mode), 0.7 pA (RTC sleep), 570 pA (MCU idle),
2.5 mA (MCU active), 5.5 mA (radio RX mode), 22.6 mA
(radio TX mode)

Operating temperature range (board circuitry and batteries) -18°C to 55°C (O°F to 130°F) using alkaline
-40°C to 85°C (-40°F to 185°F) using lithium

Optimal battery temperature range (AA) +10°C to +50°C (+50°F to +122°F)

Accurate Range 0-500 VACrms

Absolute Maximum Input Voltage 600 VACms

Accuracy +/- {1 Volt + 2% of reading)

Calibrated Accuracy +- (.5 Volt + 1% of reading)

Resolution 1 VACrms

Input Impedance 2 MOhm

Response Time ~1 Second

Leaded Wire Specification 2 Wires, 1 ft (12 in), Black {Hot), White (Neutral), 18 AWNG
(Custom lengths available upon request.)

Integrated Memory Up to 512 sensor messages

Wireless range 1,200+ ft non-line-of-sight

Security Encrypt-RF® (256-bit key exchange and AES-128 CTR)

Weight 400z

Certifications 900 MHz product; FCC 1D: ZTL-G25C1 and IC: 9794 A-

F@ CE l*l Industry G2SC1. 868 and 433 MHz product tested and found to
" M Canada comply with: EN 300 220-2 W3.1.1 (2017-02), EN 300 220-2

VW3.1.1 (2017-02) and EN 60950

* Circuit cannot withstand negative voltage. Please take care when installing batteries.
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